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MicronPlus Automatic Sealer System MPS 
Automatic Sealer designed for Pattern Adhesive sealing products application 

Seals 12-15 plates/minute 

MPS provides highly accurate and reliable placement of any format of MicronPlus Pattern 
Adhesive Seal Films and Silicone Seal Mats. This system provides maximum accuracy with 
measured results as good as +/- 0.035mm. It incorporates a ‘closed-loop’ feedback system to 
monitor travel of the material and verify the correct feed location at an increased resolution. 
MPS is configured specifically for integration into automated assembly solutions. It includes all 
of the hardware necessary for operation including a pneumatic precision-guided Tamp actuator 
assembly, a Payoff assembly, and a powered Takeup (rewind) assembly.  

Key Features 
• No heat needed

• Seals 12-15 plates per minute

• Precise alignment of pattern adhesive seal on the plate

• Any format, any material of pattern adhesive seals placements

• Accuracy: +/- 0.035mm

• Compatible with a wide range of plate types

• Seals without manual intervention

• Configured for integration into Automation

• Stand-alone unit or part of a robotic system

• 16-Key Applicator Interface Module (AIM) with LCD Display for Operator Input

• Optional Secure AIM limits accessibility to approved personnel

• Dimensions (W x L x H): 35” x 45” x 38”

• Weight: 70 lbs.



JDM Lab Solutions, PMB 303, 4017 Washington Rd, McMurray, Pa. 15317    www.JDMLabSolutions.com 

 Schematic image of MPS 

MPS as a stand-alone sealing unit 
Dispensing and sealing each plate with precise 
alignment using MicronPlus Pattern Adhesive seal 
film roll      

      Pattern Adhesive Roll 
  Available in different formats 
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MPS and the plate stacker 

MPS incorporated as the last station of this liquid handling system




